CITY OF RIVERSIDE PUBLIC UTILITIES
ELECTRIC T&D STANDARDS
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END BELLS OR

END OF CONDUITS
70 BE FLUSH WITH
INSIDE OF RECESS —

”

IRAFFIC INSTALLATION

. SEE UGS-007, UGS—-301, UGS—-302, & UGS—303 FOR DETAILS AND DIMENSIONS.

. LOCATE PULL BOXES AS SPECIFIED ON THE JOB DRAWINGS WITH VERIFICATION BY CONSTRUCTION INSPECTOR.

. END BELLS ARE REQUIRED AT CONDUIT ENTRANCES OTHER THAN IN INTERCEPT PULLBOX INSTALLATIONS.

. PROTECT END BELLS AND/OR CONDUITS FROM THE ENTRANCE OF GROUT AND DEBRIS.

. CRUSHED ROCK TO BE SET ON A COMPACTED BASE AND INSPECTED BEFORE SETTING PULL BOX.

. SEE UGS—-370.1 FOR INSTALLATION OF BOTTOMLESS PULL BOXES.

. ALL PULL BOXES SHALL BE FURNISHED WITH STAINLESS STEEL, PENTA HEAD CAP SCREWS FOR COVER SECURING.
. PROVIDE AND INSTALL (2) 5/8” X 8" COPPER GROUND RODS WITH 6 MINIMUM SPACING. GROUND RODS SHALL

BE CONNECTED WITH A CONTINUOUS 1/0 BARE COPPER GROUND WIRE WHICH SHALL RUN AROUND EXTERIOR OF
PULL BOX AND EXTEND 3’ INTO THE PULL BOX. AT THE DISCRETION OF THE INSPECTOR, 60° OF 1,/0 BARE
COPPER GROUND WIRE MAY BE INSTALLED IN TRENCH BOTTOM IN LIEU OF GROUND RODS IF ROCKY SOIL
INTERFERES WITH GROUND ROD INSTALLATION.

GROUND CONNECTION

PARKWAY INSTALLATION

GROUT & SEAL
WITH 3:1 MIX.
(nP.)

Z__END BELLS TO BE OF
THE SAME MATERAL AS
THE DUCT TO WHICH IT
IS ATTACHED. (TYP,)

USE ABS/HDG ADAPTER
AND END BELL WITH
HDG CONDUIT. (TYP.)

1/0 BARE COPPER
GROUND WIRE 3° MIN.

/ END BELLS TO
BE FLUSH WITH
WALL OR KNOCKOUT

BOTIOM OF DUCT TRENCH

CONDUIT ENTRANCE

GROUND CONNECTION IN STANDARD RECESS

PER UGS-225

k 6" CUSHION 3/4” CRUSHED ROCK
EXTENDED 6” BEYOND OUTER WALLS

CONDUIT ENTRANCE " ,
IN DEEP RECESS 5/8” DIA. X 8 COPPER _—=

6 MIN. O.C. GROUND ROD

5/8" DIA. X 8 COPPER
GROUND ROD

TELEPHONE & CATV——
BOND WIRE

DRAWN: UNDERGROUND STRUCTURES STANDARDS
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